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WINDOWS NOTES
L WINDOWS USED FOR SECOND MEANS OF EGRESS TO COMPLY WITH THE FBC
2010 EDITION. CLEAR OPENING NOT LESS THAN 20* IN WIDTH, 24* IN HEIGHT
AND 5.1 8Q. FT. IN AREA.
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8. VERIFY ALL MASONRY OPENINGS PRIOR TO FABRICATION AND NOTE ON
SHOP DRAWINGS.

12, ALL EXTERIOR FASTENING HEADS ARE TO BE COATED WITH SILICONE FOR
PREVENTION OF WATER MIGRATION THROUGH THESE OPENINGS. CAULK
BEHIND WINDOW BUCKS PRIOR TO INSTALLATION.

Il REFER TO STRUCTURAL DRAWNGS FOR WINDOWS AND DOORS COMPONENTS

BOLT OR A PIN NOT REMOVABLE OR OPERABLE FROM THE EXTERIOR AT
THE JAMB, SILL, HEAD OR MEETING MULLIONS. THESE DOORS SHALL BE
REINFORCED IN THE STRIKE AND LOCK AREA TO MAINTAIN BOLT
STRENGTH EFFECTIVENESS IF NECESSARY AND SUCH DOORS SHALL HAVE

FOR FORCED ENTRY RESIDENCE, (AAMA 1322-3-1972 /1393-3-19712) AND
THE AMERICAN NATIONAL STANDARD INSTITUTE (ANS| Al341- 1972 AND
Al342-19712).

Note

The above drawings, designs, and ideas

are the property of Pedro G. Suaréz,
R.A. No part thereof shall be copied,
disclosed to others, or used in

comection with any work other than for
the specific project for which they have

been prepared without the written

consent of Pedro G. Suaréz, R.A.
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VISION PANELS.
1. JAMBS OF ALL EXTERIOR OFFSET TYPE IN-SIING DOORS SHALL BE 15. WINDOWS SHALL BE LOCKED WITH DEVICES ON THE INSIDE CAPABLE OF
RABBETTED OR OF SIMILAR FABRICATION TO PREVENT DEFEATING THE WITHSTANDING A FORCE OF 150 LBS, APPLY IN ANY OPERABLE aa
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